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1. Introduction 
Non thermal and low temperature plasmas in air or in another gas or gas mixtures at 
atmospheric pressure or at reduced pressure are very efficient sources of active species 
(radicals, excited species, charged particles, photons emission covering UV up to IR 
wavelength range, etc.).  The case of reduced pressure plasmas where the gas is conditioned 
into a tight cell with no contact with ambient air can be very interesting for the treatments of 
more particularly inert material and also for in vitro plasma exposure when it is needed a well 
controlled gas composition and specific active species for instance without molecular oxygen 
in order to avoid oxidation processes. The atmospheric pressure plasma in comparison to the 
lower pressure cases, can be directly used in the ambient air without using any vacuum 
system and no gas feed but the nature of the active species are not well controlled because this 
includes many byproducts of the main  molecules of air (N2 and O2) and also the byproducts 
of the low concentration species or impurities (H2O, CO2, NOx, ozone, rare gases, etc.). Many 
applications can be fulfilled from such non thermal plasmas in for instance the domains of gas 
pollution control (see e.g. Penetrante 1993, Eichwald et al 1998, Dorai 2003, Kim 2004) or  
surface treatment (see e.g. Kunhardt 2008, Fang 2004 and Bhoj 2008), or plasma actuators (see 
e.g. Eichwald et al 1998, Moreau 2007). There are also the biomedical applications of low 
temperature plasmas concerning sterilization and decontamination (see e.g. Laroussi 2002, 
Villeger et al 2005, Pointu et al 2005, Sarrette et al 2010), engineering of tissues and biomaterial 
(see e.g. Sardella et al 2008, d’Agostino 2008, Desmet et al 2009) and more recently the field of 
plasma medicine (see e.g. Fridman et al 2008, Stoffels et al 2008, Morfill et al 2009,  Lloyd et al 
2010, Wetman et al 2010, Kim et al 2010). 
In the sections following this introduction, an overview on several kinds of non thermal and 
low temperature plasma sources are given in section 2 with a specific emphasis on sources 
of active species used in our laboratory. Sections 3 and 4 are devoted to the characterization 
and the possible optimizations of these plasma sources of active species by using 
experimental diagnostics as well as the different discharge modeling tools experimentally 
validated and fed by basic data collected or determined in the case of the non thermal 
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plasmas of our interest. In section 5, two illustrative examples of the use of active species at 
reduced and atmospheric pressure are shown in the field of biomedical applications.  
2. Overview on different non thermal plasma sources 
An overview on the main kinds of plasma sources that can be used more particularly for 
biomedical applications will be given in this section with a focus on the plasma sources used 
in our laboratory (http://www.laplace.univ-tlse.fr/groupes-de-recherche/plasmas-reactifs-
hors-equilibre/) 
2.1 Flowing afterglow discharge generated at reduced pressure by a microwave 
source for plasma remote sterilization  
In the experimental setup developed in our laboratory for sterilization applications (see e.g. 
Villeger et al 2005, Ricard et al 2007, Sarrette et al 2010), the discharge is generated by a 
classical 2.45 GHz microwave surfatron cavity at powers up to 300 W. The microwave 
plasma is then launched using a gas flow through a small diameter tube up to a Pyrex 
treatment chamber of 15 cm diameter and 20 cm height. The gas flow could be varied up to 
3 l/min and the gas pressure in the reactor is adjustable between 0.1 and 5 kPa by means of 
a throttle valve above the primary pump. Such conditioned gas at reduced pressure allows 
the use of different gas compositions as for instance pure N2, and also gas mixtures such as 
Ar/N2, H2/N2, or O2/N2  following the species required for the sterilization processes as for 
instance the atomic nitrogen whose the recombination at the surface of the bacteria (see 
support in Fig. 1a) plays a major role during the sterilization process. In fact, the reduced 
pressure has the advantage to avoid the volume recombination of atomic nitrogen in the 
flowing afterglow and also to need a low surfatron power.  
 
 
Fig. 1. a. Experimental set up generating a flowing afterglow discharge for sterilization 
(from Ricard et al 2007). 
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Fig. 1. b. View on the experimental setup generating flowing afterglow discharge (surfatron 
is on the right side and the treatment chamber on the left side) 
2.2 DBD discharge using a mono-polar source 
Dielectrics barriers discharges (DBD) are very well known since a long time with one or two 
electrodes recovered by the dielectric (Fig.  2). The role of the dielectric is to limit the current 
thus avoiding the gas spark or breakdown.  Under such configuration, an alternating or 
pulsed power supply is generally used in the case of a quite low (a few mm) gap distance 
(see e.g. Eliasson 1998, Koslov 2005). Generally the DBD power supply is a bipolar source. 
The polarity inversion at the half period allows to the discharge, stopped by the charge 
accumulated on the dielectric, to start again. It is worth noting that a mono polar pulsed 
power was successfully tested in the literature (Liu et al 2001, Laroussi et al 2004) and in our 
laboratory (Panousis et al 2009). In the case of such a mono-polar power supply, the the 
discharge occurs alternatively during the increasing part of the pulsed voltage and is 
inversed during the decreasing one.  It is shown that this mono polar system leads to better 
efficiency of the production of active species than a classical bipolar power supply. 
 
 
Fig. 2. Schematic view of a DBD discharge with a barrier dielectric on the upper electrode 
and a filamentary structure which is its usual morphology at atmospheric pressure 
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2.3 Volume corona discharges for mono and multi-tips 
Corona discharges can be generated under many electrode configurations, provided one of 
which has a curved shape as a tip or a wire, etc. In the case of for instance a positive point-
to-plane geometry under DC or pulsed power supply,  the discharge can have either a 
mono-filamentary structure for DC power supply or a branching structure for pulsed power 
supply (see e.g. Merbahi 2008, Briels et al 2005). Fig. 3a displays the mono- filament and 
branching cases. The filamentary structure corresponds to a complex streamer dynamics 
that is analyzed largely in the literature showing that the active species are generated inside 
the ionized channels during both primary and secondary streamer developments (see e.g. 
Eichwald et al 2008). Furthermore in order to increase the efficiency of the production of 
active species it is better to use a multi-tip electrode configuration (Fig. 3b) where it is easy 
to see in Fig. 4, showing the instantaneous discharge current, that the peak of the corona 
current and therefore the dissipated power does not increase linearly with the number of the 
tips.  
 
 
Fig. 3. a. Dc and pulsed corona discharge in a positive point-to-plane geometry (from 
Abahazem et al 2008) 
 
 
Fig. 3. b. View on a multi-tip pulsed corona discharge tested at LAPLACE-PRHE 
Laboratory. 
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Fig. 4. Corona discharge current in the case of positive point to plane geometry as a function 
of time for different number of tips (when the number of tips is increased from 1 to 6, the 
peak current is increased only by a factor 3) from Abahazem et al 2011 
2.4 Surface corona discharge 
Surface discharges can be generated from many electrode configurations. A specific setup 
analyzed in our laboratory is displayed in Figs 5a, 5b and 5c (Gardou et al 2009). In such a 
case, both surface  and  volume  discharges  are present as displayed in Fig. 5c and also as 
already emphasized in the literature (see e.g. Allen et al 2004, Timatkov et al 2005).   
 
 
Fig. 5. a. Experimental setup of surface corona discharge with an inclination angle of 30° 
between the anodic needle and the dielectric surface (d being the gap separation between 
the tip of the needle and the cathode copper) from Merbahi et al 2011 
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However, the surface discharge is developed faster with a less energy consuming than its 
homologous in the volume because the main processes of the discharge propagation is the 
photo-emission from the dielectric  in  the  case  of  the  surface  discharge (see e.g. Allen et 
al 2004) while it is the gas photo-ionization in the case of the volume discharge. As it is 
known the surface photo-emission requires less energy (2 or 3 eV) than the gas photo-
ionization (e.g. 15.7 eV for N2). This prefigures a better efficiency of active species 
production by the surface discharges in comparison to the classical corona volume discharge 
presented in sub section 2.3. 
 
 
Fig. 5. b. Top view photograph of the corona surface discharge for radius tip  =50 μm, d = 
13 mm, Uo = 11,5 kV, (cathode is on the left side, anodic point on the right side) in the case 
of PMMA insulator (from Gardou et al 2009).  
 
Fig. 5. c. Schematic cross section of the surface discharge in the case of PMMA insulator 
from (Gardou et al 2009).  
2.5 Atmospheric pressure plasma jets  
There are in the literature many devices developed to produce a low temperature plasma jet 
more particularly for biomedical uses as emphasized in for instance the review of Laroussi 
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2007. Plasma jet at atmospheric pressure allows a remote treatment very convenient for 
instance for in vivo treatment where it is dangerous to put the living tissue inside the zone 
of plasma generation. Plasma jet is also very interesting for biomaterial treatment more 
particularly when it is needed for instance to immerse the biomaterial in water for a 
treatment under hydrated form. There are many examples of plasma jet devices as for 
instance Plasma needle (Kieft 2005), plasma pencil (Laroussi 2005), plasma brush (Duan 
2005) and other setups of plasma jets driven by various power supplies (DC or AC or RF 
and also micro-wave sources). Such plasma devices produce generally low temperature 
plasmas using various gas compositions and electrode configurations. In most cases, the 
plasma is launched outside the generation zone with the help of an external imposed 
continuous gas flow.  
A specific low temperature plasma jet already used for the collagen treatment (Delaunay et 
al 2011) has been developed in our laboratory (see the patent of Merbahi et al 2011). The 
measured plasma temperature on the top of this specific plasma jet, that has a length of 
about 1 cm, does not exceed 27°C. This plasma jet shown in Fig. 6a is generated directly in 
the ambient air at atmospheric pressure and launched by itself without any external system 
of gas inlet feed that making it very easily transportable because there is neither gas bottle 
nor gas pumping (Merbahi et al 2011). It is generated by a specific corona discharge design 
giving a natural repetitive discharge current with a frequency of about 20 kHz under a high 
voltage power supply. Fig. 6b displays the instantaneous discharge current and the applied 
voltage that corresponds to a dissipated power of about 100 mW to generate the plasma jet.  
The UV-visible spectrum corresponding of the light emission of the top of the air plasma jet 
is displayed in Figs. 7ab.  This shows the classical emission bands of Nitrogen such as the 
Second positive system (SPS) of N2(C3u)v → N2(B3g)v’ from about 290 nm up to 440 nm 
corresponding to the different vibration states v and v’(for instance see the peaks at 315.93 
nm, 337.13 nm, 357.69 nm, 375.54 nm and 380.49 nm). The first positive system (FPS) 
N2(B3g) → N2 (A3Σu+) which is apparent in the visible-near infrared (between about 600 nm 
up to 900 nm) range indicates this radiative way of the formation of metastable N2 (A3Σu+) 
states. However, N2 (A3Σu+) can be in turn quenched by the air species following several 
reactions given with their reaction rates (Herron, 1999): 
N2 (A3Σu+) + O2 → prod ( 2.5 10-12 cm3s-1) ;   
N2 (A3Σu+) + O   → prod (2.5 10-11 cm3s-1) ;  
N2 (A3Σu+) + N → prod ( 4.4 10-11 cm3s-1) ;  
N2 (A3Σu+) + NO → N2 + NO(A2Σ+) (6.4 10-11 cm3s-1),  
N2 (A3Σu+) + H → prod (2.1 10-10 cm3s-1)  ;  
N2 (A3Σu+) + OH → N2+ OH(A2Σ+) (10-10 cm3s-1) 
The detection of the first negative system (FNS) of N+2(B2 Σu+) → N+2(X2 Σg+) around 390 
nm is synonymous of high electron energies leading to the ion formation. However, 
concentration of positive nitrogen ion is probably very low due to the very small intensity of 
the FNS emission. There are also the oxygen emissions at for instance 759 nm coming from 
the band O2(b1Σ+g v=0) → O2(X3Σ-g,v=0) and the atomic line of the triplet state of O at 615 
nm and 777.47 nm.  
The NO bands due to the emission of NO(A2Σ+)v → NO(X2)v’ synonymous of dissociation 
of molecular nitrogen and oxygen leading to NO formation, (usually observable in classical 
corona discharges in quasi-pure N2) are not observable in our plasma jet ambient air 
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between about 200 nm up to 290 nm due to the quenching of NO bands by the molecular 
oxygen following the reaction: NO(A2Σ+) + O2 → NO(X2) + O2 (10-10 cm3s-1) with a rate 
coefficient that is 1000 times higher than the NO(A2Σ+)  quenching by N2 (10-13 cm3s-1).  
 
 
Fig. 6. a. Schematic view on the low temperature plasma jet generated in ambient and 
atmospheric pressure air. 
 
 
Fig. 6. b. Time evolution of the current of corona Discharge generating the plasma jet  
www.intechopen.com
Non Thermal Plasma Sources of Production of  
Active Species for Biomedical Uses: Analyses, Optimization and Prospect 
 
107 
 
Fig. 7. a. UV-visible spectrum in the 200 nm-450 nm range collected in the top of the plasma 
jet. 
 
 
Fig. 7. b. UV-visible spectrum in the 600 nm-1000 nm range collected in the top of the 
plasma jet. NB: Between 450 nm up to 600 nm no significant emission has been observed. 
The same remark is true for the OH(A2Σ+) → OH(X23/2) emission bands between about 300 
nm up to 320 nm coming from the dissociation of water vapor impurities present in ambient 
air and not observed due to the quenching by molecular oxygen following the reaction: 
OH(A2Σ+) + O2 → OH(X23/2) + O2 with a rate coefficient that is roughly 10 times higher 
than the OH(A2Σ+) quenching by N2. 
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In fact, the absence of emissions of NO and OH(A-X) can also be attributed to the 
quenching of metastable state N2 (A3Σu+) that contributes in complement of electron 
collisions to the formation of the upper states of these two emission bands. 
This  overview on plasma jet spectrum means that the excited species present on the top of 
the jet are at least those involved by the emission bands from N2(C3πu)v , N2(B3πg)v’, O2(b1Σ+g 
v=0), N2 (A3Σu+) and O* after electron collisions with O2 and O. Due to the kinetics of 
formation of such excited species, it is obvious that we have also another metastable states of 
molecular nitrogen and oxygen, and also dissociation products of air such as the atomic 
nitrogen N and even the atomic hydrogen.  
There are certainly another active species in the present ambient air plasma jet but they are 
not observable in the optical emission spectrum of Figs. 7ab due to mainly the quenching 
processes or to emission outside the present wavelength range (for instance specific atomic 
lines of nitrogen are in the VUV range less 200 nm and in the IR above 1000 nm). 
3. Diagnostic tools for analysis and identification of active species 
Dielectric barriers and Corona discharges generating non thermal plasmas in  air  or in other 
gas or gas mixtures at atmospheric pressure usually develop following streamer discharges 
having a thin filamentary structure (a few tens of  m wide) which propagates during a 
short time scale (a few tens of ns). A steady state glow discharge with a diffuse structure 
results at atmospheric pressure only from specific operating conditions (as e.g. a given 
frequency of the power supply and/or a chosen nature of the used dielectric and/or a 
specific gas composition: see e.g. Kelly-Wintenberg et al 1998). 
Due to their short time and space scales, the streamer discharges are not easy to 
experimentally analyze and characterize in order to better know and to optimize these 
sources of active  species. For these reasons, a  large  variety  of plasma diagnostic tools 
covering optical, chemical and electrical methods are needed (see e.g. Creighton 1994, Ono 
et al 2005). These experimental tools can obviously be used for low temperature and non 
thermal plasmas generated at atmospheric pressure and also at reduced pressures. These 
experimental tools can be summarized as follows: 
- OES (optical Emission spectroscopy) to detect radiative species with their temperature 
(see e.g. Ricard 2005, Zhao et al 2007) 
- Absorption spectroscopy and FTIR (Fourier Transform Infra Red) spectral analysis to 
determine the species concentration (see e.g.  Gorry et al 2007, Nair et al 2007) 
- Laser spectroscopy such as LIF (Laser Induced Fluorescence) or TALIF (see e.g. Marchal 
et al 2010) to obtain the spatio-temporal evolution of the species concentration even at 
low proportion using CRDS (Cavity-Ring Down Spectroscopy) 
- CARS (Coherent Anti-Stokes Raman Spectroscopy) for distribution of vibration 
molecules (see e.g. Oda et al 2006, Srivastava 2009, Stancu 2009) 
- Image intensifier with CCD for spatial discharge structure analysis and streak camera 
for spatio-temporal analysis (see e.g. OCHKIN et al 1998,  KEMPKENS et al 2000) 
- Schilieren photography to visualize neutral gas variation and heat transfer from 
streamers to gas (see e.g. WINANDS et al 2006, Ohyama et al 2007) 
- Mass spectroscopy to detect various ions and the stable radicals and neutrals, (see e.g 
Held et al 1999, EBELING  et al 2000) 
- Gas chromatography to  analyze  stable oxide  evolution before and after gas treatment 
(see e.g. CASANOVAS et al 1992) 
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- Electric measurements (voltage and current) to analysis electric behavior and to deduce 
energy discharge consumption (see e.g. Abahazem et al 2008, Merbahi et al 2008), etc. 
4. Modeling tools for optimization of the source of active species 
4.1 Overview on the different models 
On the other hand, plasma modeling is also required to better understand and to optimize 
the formation and the behavior of our sources of active species. Plasma modeling and 
simulations which are very complementary tools to the experimental ones have generally 
the following main goals: 
 a better understanding of basic phenomena and processes 
 a good prediction of the plasma properties from validated models 
 a reliable tool to research the optimal operating conditions for the plasma devices 
Non thermal plasma modeling can concern a large variety of processes and phenomena 
contributing to  the formation  of active species and occurring during the discharge 
development and also during the post discharge stage. There are in the literature a lot of 
research works already devoted to modeling and simulations of the discharges or post 
discharge stages. A recent review on plasma modeling can be found in the paper of Lee et al 
2011. However plasma modeling is generally undertaken without considering the strong 
coupling between the different models of for example streamer dynamics, gas dynamics, 
chemical kinetics and electrical circuit as it is summarized in the flowchart of Fig. 8. In fact 
when the streamer discharges develop and propagate, a streamer dynamics model is 
required to describe the spatio-temporal evolution of the streamer characteristics both in the 
streamer head and channel. The electric circuit model can give the input data for the 
streamer dynamics model. In the ionized channel left behind the streamer, there are a 
complex gas dynamics (gas pressure waves with gas density and temperature variations) 
influenced more particularly by the relaxation of excited species (metastable and vibration) 
which play the role of an energy tank: this is described by the gas dynamics model   
including the relaxation of excited states, the Joule effect corresponding to the energy 
transferred from electrons to the gas and the momentum transfer from ion towards neutral 
gas (ionic wind). A chemical kinetics model is also needed to describe the complex and 
various plasma chemistry involving the different active species whose the evolutions are 
initially affected by the streamer development and then are durably influenced by the local 
gas dynamics (gas temperature and density variations: see e.g. see e.g. Eichwald et al 2002). 
As it is shown in the flowchart of Fig. 8, each model is directly linked to the basic data 
models and therefore absolutely needs at its input the most reliable basic data in  order to  
have  the  most reliable results. 
In fact in our case of non equilibrium discharge at atmospheric pressure, the results of 
plasma models are first very sensitive to a lot of mathematical and numerical choices, 
approximations and parameters as for example: 
- the good choice of the physical model (e.g. 1rst order i.e. continuity equation with 
momentum transfer conservation equation, second order i.e. up to energy conservation 
equation, ..) with its corresponding approximations (local field or local energy 
approximations, …) (see e.g. Kanzari et al 1998) 
- the good choice of the numerical scheme that have to take into account the strong 
coupling between transport, field and chemistry 
- the numerical scheme is itself sensitive to the choice of criteria of stability and 
convergence, to boundary conditions, etc. 
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Results of plasma models are also very sensitive to the considered physical processes and 
phenomena and the associated basic data. If the aim of the plasma modeling is to have a 
quantitative description (not only a qualitative one) of our electrical discharge, it is 
necessary to obtain the various needed basic data with the best possible accuracy. 
 
 
Fig. 8. Diagram showing the coupling between the different models which can be used to 
describe the electro-hydrodynamic and reaction kinetics phenomena and processes in the 
case of atmospheric pressure non thermal plasmas generated by corona or DBD discharges 
(Yousfi et al 2010) 
4.2 Example of formation of specific active species in humid air discharge 
In order to focus on the coupling of the different models previously evoked and the 
required corresponding basic data, let us consider the example of simplified reaction 
processes involved during the generation and the loss of radical O in humid air non 
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equilibrium discharge. As atomic oxygen can be a major active species in many biomedical 
applications, it is often necessary to quantify it very precisely as a function of the different 
discharge operating parameters (gas composition, power supply, design of electrodes, etc.) 
during the spatio-temporal discharge development.   
Atomic oxygen in a humid air discharge is first affected by the dissociative electron impacts 
on O2 and H2O. This means that the knowledge of electron energy distribution (EEDF) or 
the electron transport and reaction have to be known as a function of the space charge 
electric field distribution.  
Atomic oxygen density depends on ion-ion recombination processes, followed by electron 
detachment and ion conversions. This means the ion energy distribution (IEDF) or the ion 
transport and reaction has also to be known  as a function of the space charge electric field 
distribution.  
Furthermore, the production and loss of atomic oxygen depends on the reactions with 
metastable states and also on the reactions between radicals (N, OH, O, etc.) and 
background gas. This means that the distribution of excited species and radicals initially 
created by electron impacts have also to be precisely quantified as a function of the space 
charge electric field.  
The evoked reactions involving electrons, ions, excited species and radical are summarized 
in table 1.  
 
 
Table 1. Simplified set of reactions leading to production and loss of atomic oxygen in non 
equilibrium discharge in humid air 
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4.3 Electron basic data and energy distribution function 
The input data needed to feed models are interaction potentials or collision cross sections, 
transport and reaction coefficients for electrons, ions and neutrals (i.e. radicals and excited 
species) interacting with the background gas. During the discharge development and 
propagation, the primary interactions are due to electrons which are the most energetic 
species. Thus electron-molecule collisions lead to the formation of the primary active species 
(dissociated, excited and ionized molecules). In order to accurately know the formation rate of 
the primary active species, electron energy distribution function (EEDF) have to be accurately 
known because it contains the complete information on the primary processes generating the 
studied non thermal plasmas. EEDF is obviously solution of Boltzmann equation of weakly 
ionized gas. The method recommended here to solve Boltzmann equation for the calculation of 
EEDF and then for electron transport and reaction coefficients has been described elsewhere 
(Yousfi 1996). It is based on the multi-term development of the distribution function (see in 
Fig. 9, the significant deviation between a Maxwell distribution, a two–term EEDF and a multi-
term EEDF). The dominant interaction processes considered for electron Boltzmann equation 
are those between electrons and molecules in their ground  state. However, the interactions 
between electrons and excited molecules have also to be considered as for instance superelastic 
collisions (molecular de-excitation) or stepwise ionization (ionization of a metastable state).  
 
 
Fig. 9. EEDF as a function of electron energy in a humid gas mixture (76%N2 12%CO2 6%O2 
6%H2O) for an electric magnitude corresponding to the secondary streamer head or the 
primary streamer channel (E/N=120 Td) 
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Elastic collisions (using the Davidov operator for energy exchange and thermal agitation of 
molecules) and inelastic collisions (rotational, vibrational and electronic excitations, together 
with ionization and attachment) have also to be taken into account. Under these conditions, 
Boltzmann equation solution allows the calculation of the different electron transport and 
reaction coefficients measured in classical drift tube experiments. Then from EEDF of the 
different orders, we can obtain all the needed electron basic data such as excitation, ionization 
and attachment rate coefficients, and also electron drift velocity, transversal and longitudinal 
diffusion coefficients.  
4.5 Necessity to use validated set of collision cross sections for distribution function 
computation 
4.5.1 Electron-molecule collision cross sections 
The use of an accurate EEDF is not sufficient, it is also necessary to use validated set of 
collision cross  sections  for  the  interactions  of  electrons with every molecules involved in 
the studied gas mixture  (for  example  e-N2, e-O2, and e- H2O in the case of discharge in 
humid air at atmospheric pressure). The procedure of validation of every set of the electron-
molecule collision cross sections (Yousfi et al 1996) is based on the known swarm unfolding 
technique summarized in the flowchart of fig 10. Figure 11 shows the adjustment done in 
the specific case of electron-H2O set on the ionization cross section to better fit the recent 
measurements of the effective ionization coefficients based on time resolved Townsend 
experiment (de Urquijo et al 2007).  
 
 
Fig. 10. Simplified flow chart of the fitting method of collision cross sections from 
Boltzmann equation solution (Yousfi 1996)  
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Fig. 11. a. Ionization and Rydberg excitation cross sections, taken from Yousfi 1996  (A and C 
[7]), and fitted by Yousfi et al 2010b (B and D [8]), from comparisons with recent Pulsed 
Towsend measurements of the effective ionization coefficients in H2O and H2O-N2 mixtures 
(Ruiz et al 2010) 
 
 
Fig. 11. b. Effective ionisation coefficient of electron in H2O: comparison between 
calculation, measurements  and literature data from Pulsed Townsend de Urquijo et al 2007  
and Hasegawa et al 2005. The results, taken from Yousfi et al 2010b and Yousfi 1996, show 
that green curve is the best fit 
4.5.2 Ion-molecule collision cross sections 
It is also necessary to use validated sets of ion-gas collision cross sections because the 
discharge dynamics is  also dependent on  ion-gas collisions  during the secondary streamer 
evolution and even in certain cases during the primary streamer evolution (Bekstein et al 
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2010). The involved ions in the discharge dynamics and in the ion chemistry in the case of 
humid air molecules are obviously the parent ions (N2+ or O2+ or H2O+)  with the dissociated 
ions (N+  or O+ or O-) and also some polyatomic ions (N4+or O4+ or etc.) which can be created 
at atmospheric pressure following a three body reaction (N2+  + 2N2 → N4+ + N2 or O2+ +2O2 
→ O4+ +O2) or two body reactions (interactions between two nitrogen or oxygen 
metastables) during the discharge dynamics and therefore can affect its development 
(Bekstein et al 2010).  The transport and reaction coefficients of such ions, in the case of for 
instance a discharge in air, can be calculated from validated sets of collision cross sections 
for N4+ and O4+ ion in N2 and in O2 by using a JWKB method to calculate elastic momentum 
collision cross sections (Bekstein et al 2010) from a 12-6-4 or 8-6-4 core interaction potential 
V(r) well adapted for diatomic and polyatomic ions.  
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r is the intermolecular distance, εm the minimum energy of the potential, rm the position of 
the minimum, n is the power of the repulsive part of the potential,  is a strength factor and 
a is the shift between the mass center and the charge center (see Bekstein et al 2010 for 
details on the calculation and fitting on ion-molecule collision cross sections from V(r)). Fig. 
12b shows an example of the obtained set of elastic and inelastic ion-molecule collision cross 
sections for systems O4+ /N2 and O4+ /O2 systems. Fig 12b shows the reduced mobility O4+ 
polyatomic ion in N2, pure O2 and in air calculated from Monte Carlo method using the ion-
molecule cross sections shown in Fig. 12a. 
 
 
Fig. 12. a. O4+/O2 (black) and O4+/N2 (red lines) collision cross sections (taken from Bekstein 
et al 2010) 
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Fig. 12. b. Reduced mobility for O4+ ion in O2, , N2 and dry air(80%N2+20%O2) calculated 
from Monte Carlo simulation (lines) and compared to available experimental  data from 
Ellis et al  1976 (symbol) for O4+/O2 system (taken from Bekstein et al 2010) 
4.6 Example of the effect of the choice of ion basic data on streamer dynamics and 
active species production 
The consideration of the previous basic data more particularly those of polyatomic ions (as 
for instance O4+) on the streamer dynamics modelling has obviously a significant effect on 
for instance the determination of the active species (as e.g. atomic radicals O and N) 
formation inside the ionized channel of the streamer during primary and secondary 
development.  The effect of consideration of O4+ ion on streamer characteristics such as 
velocity, electric field propagation and charged particle densities is already discussed in 
Bekstein et al, 2010. In the following a focus is given specifically on the evolution of radicals 
like O and N atoms. Fig.  13 shows in the case of positive corona discharge between point-
to-plane electrodes, the time evolution of the mean density (integrated over the whole gap 
distance from 0 up to 4mm) of radicals O and N produced during the propagation of 
primary streamer (from initial time up to 60 ns), the development of secondary streamer (up 
to about 75ns) and during the discharge relaxation (up to 200 ns). Radicals O and N can be 
(from such discharge modelling) quantified and localized during the discharge propagation 
and relaxation. We observe that these atomic active species which are very useful to identify 
and quantify for environmental and biomedical plasma applications, are mainly produced 
in the secondary streamer and discharge relaxation stages (due to the dissociative excitation 
and attachment  of   oxygen and nitrogen molecule). Such results are coherent with Ono  & 
Oda 2004 measurements using UV Laser absorption spectroscopy. Furthermore we also 
observe, due to the better efficiency of O2 dissociation, that O density is higher than N 
density despite the higher proportion of N2 in dry air. Last, it is worth noting that the non 
consideration of the polyatomic ion overestimates, as expected, the densities of O and N 
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radicals; this emphasizes the importance of the polyatomic ion transport and reaction 
kinetics. 
 
 
Fig. 13. Space integrated O and N radicals densities (integration over  the  whole  space 
from 0 up to 4 mm) as a function of time in the case of  a DC point-to-plane corona 
discharge in dry air at atmospheric pressure and a DC voltage of 5.3 kV (taken from 
Bekstein et al 2010) 
5. Illustrative results 
Two examples have been given in this section to illustrate the use of low temperature and 
non thermal plasma sources generating active species at both reduced and atmospheric 
pressures in the case of bacteria decontamination and bio material treatment. 
5.1 Bacteria decontamination using sources of active species at reduced and 
atmospheric pressure 
In the flowing afterglow discharge in pure N2 at reduced pressure, the active species already 
identified (Villeger et al 2008) as the main decontamination vector are N atoms. The increase 
of the injected microwave power PMW from 100 to 300 watts induces a 70% increase of the N 
concentration in the late afterglow reactor (Boudam et al 2007). Fig. 15 shows that such PMW 
increase allows to obtain a 6 log decrease of the initial bacteria population after 30 min of 
exposure at room temperature. The microbiological protocole is described by Sarrette et al 
2010. Fig. 15 also shows that in the case of the plasma jet in ambient air (CR-AP), a similar 
trend was obtained with a diminution of the distance d between the discharge and the 
exposed bacterial film.  
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Fig. 14. Effect of increase of the concentration of the afterglow active species on the E. coli 
inactivation kinetics and effect of distance variation from the plasma jet. PMW is the 
microwave power injected in reduced pressure discharge working in pure nitrogen (1 slm) 
at a 5 Torr (MR-RP) and d is the distance between the plasma jet in ambient air (CR-AP) and 
the exposed bacterial film (taken from Sarrette et al 2010). 
This first example clearly emphasizes that the inactivation of E. coli bacteria can occur by 
using either a selective active species (atomic nitrogen) in the case of flowing afterglow 
discharge where the gas composition is well controlled or a mixture of active species (not 
clearly identified and quantified) in the case of the plasma jet in ambient air. This means that 
when the identification of the species really active in the biomedical processes, it is 
interesting to control totally the gas composition as in the case of flowing afterglow 
discharge at reduced pressure. 
5.2 Collagen treatment using low temperature plasma jet in ambient air 
Biomaterials based on collagen can be used as substitutes of the extracellular matrix for the 
realization of for instance skin substitutes.  In order to develop new biophysical treatments 
to increase the durability and the stability of such biomaterials, plasma jet in ambient air has 
been tested (Delaunay et al 2010a and b) for the treatment of type I collagen which is the 
most abundant type in mammalian cells. Fig. 15 shows the Differential Scanning 
Calorimetry (DSC) graph of the control collagen sample (without plasma treatment) 
compared to the DSC graphs of collagen samples exposed to the ambient air plasma jet. 
Several exposure times are considered (5, 10 and 60 mn). A large endothermic phenomenon 
is observed for the different collagen samples between 50°C and 150°C. This can be 
attributed to the evaporation and vaporization of residual bound water in collagen 
(Samouillan et al 1999). A second endothermic event is observed above 200°C for all the 
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samples with a specific shape for each sample. This can be attributed to the denaturation of 
collagen. The later, distinct of degradation, implies that the rupture of peptide bonds, leads 
to the formation of an amorphous polymer. This more particularly means that the plasma 
treatment stabilizes the collagen structure because firstly there is a shift towards higher 
temperature range of the collagen denaturation and secondly there is a stiffening of the 
chains by a cross-linking action when compared to the control sample (collagen without 
plasma treatment). The thermal denaturation of collagen shows interesting information on 
the effects of plasma jet treatment on the triple helical structure and on the collagen stability. 
Further analyses are obviously needed to better quantify the plasma treatment on collagen 
by using the expertise of our colleagues of polymer physics (Samouillan et al 1999) and also 
biochemists in order to analyze the biomaterial functionalization.  
 
 
Fig. 15. Differential Scanning Calorimetry graphs of freeze dried collagen samples: 
comparison between control sample and treated (recto/verso) sample at different time 
exposures.  
6. Conclusion 
The optimizations of low temperature and non thermal plasmas have to be done in close 
collaboration between the plasma and biomedical researchers. For a given application 
concerning for instance decontamination or biomaterial functionalization or plasma 
medicine (as blood coagulation, wound healing, etc.) the role of the biomedical researcher is 
to finely analyze the effect of the different plasmas while the role of the plasma researcher is 
to provide a “tailored plasma” for the application.  In fact, iterations are needed between 
plasma and biomedical researchers in order to identify and to select the plasma species (for 
instance a specific radical or a specific photon wavelength or a specific charged particle 
energy, etc.) really active in a given biomedical application.  
In order to reach their goal, the plasma researchers need to use  the experimental diagnostics 
and also modelling tools to better known and characterize the low temperature and non 
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thermal plasma as a function of the different operating parameters such as gas composition 
and pressure, shape and magnitude of power supply, geometry and design of the plasma 
reactor. To better understand and control the generation of active species more particularly 
in the case of streamer discharges at atmospheric pressure, further works are needed in both 
the experimental diagnostics and modeling of low temperature and non thermal plasmas. 
These works can concerns: 
 the quantification of the spatio-temporal concentrations of radical and excited species 
(metastable and vibration) by  using of advanced experiments  such  as  LIF  or  TALIF 
and CRDS techniques adapted to the short transient regimes and filamentary discharge 
structure. 
 the study of streamer branching phenomena by using fast imagery and 3D discharge 
dynamics modelling 
 the physical understanding of photo-ionisation, photo-emission and secondary 
electrode processes (role of gas and surface on streamer development) that more 
particularly needs VUV and UV measurements of the short live excited species 
 the  model  validation:  further  works are required on  basic data for transport, 
chemistry and kinetics processes particularly in the case of polyatomic ions, excited 
species and radical interactions with gas and surface, etc. 
Once developed and mastered the tools and the techniques of the characterization of the low 
temperature plasmas for their identification and quantification, the ultimate goal is to 
develop sources of active species fulfilling the following features:  
1. production of selective active species well identified and well quantified,  
2. very good efficiency of the production of the selected active species (i.e. high ratio 
between produced species and dissipated energy) and 
3. last and not least the sources of active species have to be easily transportable, easily 
usable and without danger for the user. 
7. References 
Abahazem A., N. Merbahi, O. Ducasse, O. Eichwald, and M. Yousfi, 2008, IEEE Transactions 
on Plasma Science 36, 924, 
Abahazem A., A. Mraihi, N. Merbahi, M. Yousfi, and O. Eichwald, 2011, IEEE Transactions 
on Plasma Science,  
Allen N. L.  and D. C. Faircloth, 2003, IEEE Transactions on Dielectrics  and  Electrical  
Insulation  Vol.  10,   295 
Bekstein A., M. Yousfi, M. Benhenni, O. Ducasse, and O. Eichwald, 2010, “Drift and 
reactions of positive tetratomic ions in dry, atmospheric air: Their effects on the 
dynamics of primary and secondary streamers”, J. Appl. Phys. 107, 103308 
Bhoj A. N.  and M. J. Kushner, 2008, Plasma Sources Sci. Technol. 17 035024 
Boudam M.K., B. Saoudi, M. Moisan, A. Ricard, 2007, J. Phys. D: Appl. Phys. 40, 1694 
Briels Tanja M. P., Eddie M. van Veldhuizen, and Ute Ebert, 2005, Branching of Positive 
Discharge Streamers in Air at Varying Pressures IEEE Transactions On Plasma 
Science, Vol. 33,  
Casanovas, A. M. , Casanovas, J.  Lagarde F., Belarbi A., 1992, J. Appl Phys, 72,  pp. 3344-3354 
Creyghton, Y., 1994,  “Positive pulsed corona” Ph.D. thesis, Eindhoven University of 
Technology, The Netherlands  
www.intechopen.com
Non Thermal Plasma Sources of Production of  
Active Species for Biomedical Uses: Analyses, Optimization and Prospect 
 
121 
d’Agostino R., Pietro Favia, 2008, “Nano-Structured Cell-Adhesive and Cell-Repulsive Plasma-
Deposited Coatings: Chemical and Topographical Effects on Keratinocyte Adhesion” 
Plasma Process. Polym. 5, 540–551  
Delaunay F., V. Samouillan, J.P. Gardou,  N. Merbahi, J. Dandurand, C. Lacabanne, M. 
Yousfi, 2010, Development and characterization of plasma and laser treated 
collagen for biomedical applications XVIIIth Annual Meeting of the French Society 
of the Extracellular Matrix Biology, March 8 – 10, Paris 
Delaunay F., N. Merbahi, V. Samouillan, J.P. Gardou, J. Dandurand,  M. Yousfi, C. 
Lacabanne, , 2010, “Non thermal atmospheric pressure plasma treatment and 
characterization of collagen for biomedical applications, Int Conf on Plasma 
medicine ICPM3 – Greifswald, 19th – 24th september 
Desmet T, Rino Morent, Nathalie De Geyter, Christophe Leys, Etienne Schacht, and Peter 
Dubruel, 2009, “Non thermal Plasma Technology as a Versatile Strategy for 
Polymeric Biomaterials Surface Modification: A Review”, Biomacromolecules, Vol. 10, 
No. 9,2351-2378 
de Urquijo J, A. M. Juarez, J. C. Rodríguez-Luna, and J. S. Ramos-Salas, 2007,  IEEE Trans. 
Plasma Science, Vol. 35, No. 5, 1204-1209 
Dorai R. and M. J. Kushner, 2003,  J. Phys. D 36, 1075  
Duan Y., C. Huang, Q. Yu, 2005, IEEE Trans. Plasma Sci. 33,328 
Ebeling D., Westphall M. S., Scalf M, Smith L M, 2000, Analytical 
chemistry  vol. 72, no21, pp. 5158-5161 
Eichwald O., M. Yousfi, A. Hennad, M. Benabdessadok, 1997, J. Appl. Phys. 82,  4781   
Eichwald O., M. Yousfi, P. Bayle, M. Jugroot , 1998,J. Appl. Phys. 84, 4704    
Eichwald O., N A Guntoro, M Yousfi and M  Benhenni.,  2002  J.  Phys.  D: Appl. Phys. 35 
439-450 
Eichwald O., O. Ducasse, D. Dubois, A.  Abahazem,  N.  Merbahi,  M.  Benhenni,  M.  Yousfi 
, 2008,  J  .  Phys  D:Appl  Phys  41,  234002 
Eliasson  B  and  Kogelschatz  U,  1988,  Appl. Phys. B 46 229–303  
Ellis H.W., R.Y. Pai, E.W. McDaniel, E.A. Mason, L.A. Viehland, 1976, Atom. Data Nucl. 
Table 17 177 
Fang Z, Y Qiu and E Kuffel, 2004, J. Phys. D: Appl. Phys. 37 2261  
Fridman G, G Friedman, A Gutsol, A B. Shekhter, V N. Vasilets, A. Fridman, 2008, Plasma 
Process. Polym. 5 
Gardou J.P., N. Merbahi,  M. Yousfi, 2009, ICPIG, July 12-17, Cancún, México 
Gorry Peter A.  ; Whitehead J. Christopher ; Jinhui Wu, 2007,  Plasma processes and 
polymers 4,  556-562  
Gui-Bing Zhao, Morris D. Argyle, and Maciej Radosz, 2007, J. Appl. Phys. 101, 033303 
Hasegawa H, H Date, M. Shimozuma, , 2007, J. Phys D: Appl. Phys, 40, 2495 
Hayashi M., 1989, Nonequilibrium Processes in Partially Ionized Gases, edited by M. 
Capitelli Plenum, New York,  
Held B. and R. Peyrous, 1999, Czechoslovak Journal of Physics,  49, pp 301-320 
Herron J T, 1999, Evaluated Chemical Kinetics Data for Reactions of N(2D), N(2P), and N2 
(A3Σu+) in the Gas Phase, J. Phys. Chem. Ref. Data, Vol. 28, 1453 No. 5 
Kanzari Z., M. Yousfi and A. Hamani, 1998, “Modeling and basic data for streamer 
dynamics in N2 and O2 discharges", J. Appl. Phys., 84 (8), 4161-4169 
www.intechopen.com
  
Biomedical Engineering – Frontiers and Challenges 
 
122 
Kelly-Wintenberg K., T. C. Montie, C. Brickman, 1998, J. R. Roth, A. K. Carr, K. Sorge, L. C. 
Wadsworth, and P. P.-Y. Tsai, J. Industr. Microbiology and Biotechnology, vol. 20, 
pp. 69–74 
Kempkens H., Uhlenbusch, 2000, J. Plasma sources science & technology  9,  pp. 441-540    
Kieft I. E., D. Darios, A. J. M. Roks, E. Stoffels, 2005, IEEE Trans. Plasma Sci. 33, 771.  
Kim Hyun-Ha, 2004, Plasma Process. Polym. 1, 91 
Kim GonJun, S. R. Park, G. C. Kim, Jae Koo (J.K.) Lee, , 2010,  “Targeted Cancer Treatment 
Using Anti-EGFR and -TFR Antibody-Conjugated Gold Nanoparticles Stimulated by 
Nonthermal Air Plasma”, Plasma Medecine, Vol 1 Issue 1, pp45-5 
Kozlov K. V., R. Brandenburg, H.E. Wagner, A.M. Morozov and P. Michel, , 2005,  
“Investigation of the filamentary and diffuse mode of barrier discharges in N2/O2 
mixtures at atmospheric pressure by cross correlation spectroscopy”, J. Phys. D: 
Appl. Phys., Vol. 38, pp. 518–529 
Kunhardt E. E.,  2000, IEEE Trans. Plasma Science 28, 189  
Laroussi M., 2002, IEEE Transactions on Plasma Science 30, 1409  
Laroussi M., X. Lu, V. Kolobov and R. Arslanbenkov, 2004, “Power consideration in the 
pulsed dielectric barrier discharge at atmospheric pressure”, J. Appl. Phys.,Vol.  96, 
pp. 328-330 
M. Laroussi, X. Lu, 2005, Appl. Phys. Lett. 87, 113902. 
Laroussi M., T. Akan, 2007, “Arc-Free Atmospheric Pressure Cold Plasma Jets: A Review” Plasma 
Process. Polym. 4, 777–788 
Lee HW, G Y Park, Y S Seo, Y H Im, S B Shim and H J Lee, 2011, “Modelling of atmospheric 
pressure plasmas for biomedical applications J. Phys. D: Appl. Phys. 44, 053001 
(27pp) 
Liu S. and M. Neiger ,“Excitation of dielectric barrier discharges by unipolar 
submicrosecond square pulses”, J. Phys. D: Appl. Phys, Vol.  34, pp. 1632-1638, 
2001 
Lloyd G, G Friedman, S Jafri, G Schultz, A Fridman, K Harding, 2010, “Gas plasma:Medical 
uses and development in wound care”, Plasma Process. Polym. 7,  194-211  
Marchal F., N Sewraj, G Jabbour, P Rodriguez Akerreta and G Ledru, 2010, Temperature 
dependence of xenon excimer formations using two photon absorption laser 
induced fluorescence, J Phys B: At. Mol. Opt. Phys  
Merbahi N, A Abahazem, O Eichwald, M Yousfi and D. Dubois, 2008, The European 
Physical Journal:  Appl Phys, 42,55- 62, 
Merbahi N, Gardou J P , M Yousfi, 2011, J Appl. Phys   
Merbahi N, M. Yousfi, O. Eichwald, 2011, Device for emitting a plasma jet from the atmospheric 
pressure air at ambient temperature and pressure, and use of said device”, N° of the 
international Publication of the patent: WO 2011/00170 A1, date of publication 
6/01/2011,  Holder : UPS et CNRS 
Moreau E, 2007, J. Phys. D: Appl. Phys. 40,  605–636 
Morfill GE, M G Kong, 2009, JL Zimmerman, “Focus on Plasma Medicine,”, New J. of Phys., 11  
Nair S. A., T Nozaki, and K Okazaki, 2007, Applied Chemistry, Ind. Eng. Chem. Res. 46, 
3486-3496 
Panousis E, N Merbahi, F Clément, A Ricard, M Yousfi, L Papageorghiou, J- F Loiseau, O 
Eichwald, B Held and  
www.intechopen.com
Non Thermal Plasma Sources of Production of  
Active Species for Biomedical Uses: Analyses, Optimization and Prospect 
 
123 
Penetrante M. and S. E. Schultheis, 1993, Non- thermal Plasma Techniques for Pollution Control, 
Parts A&B, edited by Springer-Verlag, Berlin- Heidelberg   
Ochkin V. N.; Savinov S. Y. ; Tskhai S. N. ; Czarnetzki U.; Schulz-Von Der Gathen V.  ; 
Döbele H. F., 1998, IEEE Trans on Plasma Science   26,  pp. 1502-1513 
Oda  T., Y. Yamashita, K. Takezawa, R. Ono, 2006, Thin Solid Films 506– 507, 669 – 673  
Ohyama R., K Inoue, J S Chang, 2007, J. Phys. D: Appl. Phys. 40 573-578 
Ono R and Oda T, 2004, J. Phys. D: Appl. Phys. 37 730 
Ono R., Y. Yamashita, K. Takezawa  and T. Oda, 2005, J. Phys. D: Appl. Phys. 38, 2812–2816 
Pointu A.M., A. Ricard, B. Dodet, E. Odic, J. Larbre, M. Ganciu, 2005,J. Phys. D 38, 1905 
Ricard A. Optical spectroscopy on processing plasmas : cathode magnetron sputtering and 
flowing post-discharges for elastomer activation and medical sterilization, 2005 
,Thin Solid Films, 475, p. 1 
Ricard A., J.Henriques , S.Cousty , S.Villeger and J.Amorim, 2007 , Determination of N , H and 
O – atom densities in N2-H2 and in N2-O2 gasmixtures by optical actinometry in flowing 
microwave discharges and by NO titration in post-discharges, Plasma Processes and 
Polymers 4 , S965 
G. Ruíz-Vargas, M. Yousfi, J. de Urquijo, 2010,  ‘Electron transport coefficients in the 
mixtures of H20 with N2, O2, CO2 and dry air for the optimization of non-thermal 
atmospheric pressure plasmas’  J. Phys D: Appl. Phys 43 455201  
Samouillan V, Dandurand-Lods J, Lamure A, Maurel E, Lacabanne C, Gerosa G, Venturini 
A, Casarotto A, Gherardini L, Spina, 1999, M. Thermal analysis characterization of 
aortic tissues for cardiac valve bioprostheses. J Biomed Mat Res  46, 531-538 
Sardella E., Loredana Detomaso, Roberto Gristina, Giorgio S. Senesi, Hossein Agheli, 
Duncan S. Sutherland,  
Stancu G D., M Janda, F Kaddouri, D A. Lacoste and C O. Laux , , 2009, J. Phys. Chem. A 
Srivastava, N.; Wang, C.; Dibble, T. S., 2009, The European Physical Journal D - Atomic, 
Molecular and Optical Physics, 54,  pp. 77-86  
Sarrette JP, S Cousty, N Merbahi, A Nègre-Salvayre and F Clément, 2010, “Observation of 
antibacterial effects obtained at atmospheric and reduced pressures in afterglow 
conditions”, Eur. Phys. J. Appl. Phys. 49 1, 13108  
Spyrou N,  2009, IEEE Trans Plasma Science, 37, 1004-1015 
Stoffels E, Anton J. M. Roks, Leo E. Deelman, 2008, Delayed Effects of Cold Atmospheric Plasma 
on Vascular Cells, Plasma Process. Polym. 5, 599–605 
Timatkov V.V., G.J. Pietsch, A.B. Saveliev, M.V.   Sokolova and   A.G   Temnikov,   2005, J. 
Phys.D : Applied Physics 38 877-886  
Villeger S. , J.P Sarrette , A.Ricard, 2005,  “Synergy between N and O atom action and 
substrate temperature in a stérilization process using a flowing N2-O2 microwave 
post-discharge”.  Plasma Processes and Polymers , 2 , 709 
Villeger S., J.P. Sarrette, B. Rouffet, S. Cousty and A. Ricard, 2008, "Treatment of flat and 
hollow substrates by a pure nitrogen flowing post discharge. Application to 
bacterial decontamination in low diameter tubes", Eur. Phys. J. Appl. Phys., 42, 25-
32 
Wetman KD, K Dieter, E Kindel, T von Woedtke, M Hähnel, M Stieber, R Brandenburg, 
2010, “Atmospheric pressure plasma sources: prospectives tools for plasma Medicine”, 
Pure and Appl. Chem. , 82(6), 1223-1237 
www.intechopen.com
  
Biomedical Engineering – Frontiers and Challenges 
 
124 
Winands G. J. J., Liu Z., Pemen A. J. M.  ; Van Heesch E. J. M. ; Yan K.  ; Van Veldhuizen E. 
M, 2006,  J Phys. D, Appl Phys, 39,  3010-3017 
Yousfi  M.  and  M.D.  Benabdessadok, 1996, J. Appl. Phys., 80 (12), 6619-6631 
Yousfi M, A Bekstein , N Merbahi , O Eichwald , O Ducasse , M Benhenni and J P Gardou, 
2010, « Basic data for atmospheric pressure non-thermal plasma investigations in 
environmental and biomedical applications”,  Plasma Sources Sci. Technol. 19 
034004 
M. Yousfi, J. de Urquijo, A. Bekstein, E. Basurto, O. Eichwald, J. L. HernÁndez-Ávila, M. 
Benhenni, A. M. Juarez Reyes, N. Merbahi, 2010,  “Measured and calculated electron 
transport coefficients for H2O and N2-H2O”, XVIII International Conference on Gas 
Discharges and their Applications, Greifswald (Germany) 5-10 September  
www.intechopen.com
Biomedical Engineering - Frontiers and Challenges
Edited by Prof. Reza Fazel
ISBN 978-953-307-309-5
Hard cover, 374 pages
Publisher InTech
Published online 01, August, 2011
Published in print edition August, 2011
InTech Europe
University Campus STeP Ri 
Slavka Krautzeka 83/A 
51000 Rijeka, Croatia 
Phone: +385 (51) 770 447 
Fax: +385 (51) 686 166
www.intechopen.com
InTech China
Unit 405, Office Block, Hotel Equatorial Shanghai 
No.65, Yan An Road (West), Shanghai, 200040, China 
Phone: +86-21-62489820 
Fax: +86-21-62489821
In all different areas in biomedical engineering, the ultimate objectives in research and education are to
improve the quality life, reduce the impact of disease on the everyday life of individuals, and provide an
appropriate infrastructure to promote and enhance the interaction of biomedical engineering researchers. This
book is prepared in two volumes to introduce recent advances in different areas of biomedical engineering
such as biomaterials, cellular engineering, biomedical devices, nanotechnology, and biomechanics. It is hoped
that both of the volumes will bring more awareness about the biomedical engineering field and help in
completing or establishing new research areas in biomedical engineering.
How to reference
In order to correctly reference this scholarly work, feel free to copy and paste the following:
M. Yousfi, N. Merbahi, J. P. Sarrette, O. Eichwald, A. Ricard, J.P. Gardou, O. Ducasse and M. Benhenni
(2011). Non Thermal Plasma Sources of Production of Active Species for Biomedical Uses: Analyses,
Optimization and Prospect, Biomedical Engineering - Frontiers and Challenges, Prof. Reza Fazel (Ed.), ISBN:
978-953-307-309-5, InTech, Available from: http://www.intechopen.com/books/biomedical-engineering-
frontiers-and-challenges/non-thermal-plasma-sources-of-production-of-active-species-for-biomedical-uses-
analyses-optimization
© 2011 The Author(s). Licensee IntechOpen. This chapter is distributed
under the terms of the Creative Commons Attribution-NonCommercial-
ShareAlike-3.0 License, which permits use, distribution and reproduction for
non-commercial purposes, provided the original is properly cited and
derivative works building on this content are distributed under the same
license.
